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Company Profile:
KEBEK Tires, specialized in tires since 2005. With good design, high performance and competitive prices, we have a 
great reputation in 96 countries. We carrying:

Truck tire:
With first-class quality, long use period and excellent performance, as well as reasonable price and fast delivery, our 
truck tires will be suitable for your business.

Winter Car Tire :
Supple, compound, studded and reinforced makes our tires good for both snow and ice. Certified by the DOT and ECE 
and tested without fault the past five years in Canada, we can assure you we are the best winter wear for your vehicle.

SUV and car tires for all seasons：
Designed by Team Hankook, balancing between and stability and strength, they are your best choice for a stable year.

Summer Car Tire:
Our Summer Car Tire designed specially for hot weather and wet road condition, with competitive price, reliable quality, 
fast delivery and flexible to your needs.

OTR tire and protection chains:
We designed OTR tire and chains according to your mines condition, equipment as well as weather, with truly warranty 
and good service, we are sure we will have long term cooperation.

Our tire with DOT, ECE,E-SOUND,REACH, LABEL, ISO9001,TS16949, GCC, CCC.

Equipment & 
                   process



001   002

Deep treadwith 200000 mileages.
Widen tread design, can increased treas contact area and ground grasping capacity.

DRIVE 697

Vertical groove pattern design stops anti-slip effectively, and offer excellent handling performance.
Safe and advance pattern design reduce rolling resistance , and ensure tire fuel economy and high 
performance.
Latest anti-wear formulation ensure excellent anti-wear performance

STEER 695
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Perfect drive and anti-side skid performance.
Heat resistance, high speed, and wear resistance.
Designed for good road friction.

HIGH WAY 811 (All position-Steer+Trailer)

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

11R22.5-16PR 146/143 3000 2725 830 8.25 L 279 1054
295/75R22.5-16PR 146/143 3000 2725 830 9.00 L 298 1014

11R24.5-16PR 149/146 3250 3000 830 8.25 L 279 1104
285/75R24.5-16PR 147/144 3075 2800 830 8.25 L 283 1050

12R22.5-18PR 152/149 3550 3250 930 9.00 L 300 1084
13R22.5-18PR 154/151 3750 3450 830 9.75 K 320 1124

295/80R22.5-18PR 154/151 3550 3250 900 9.00 M 298 1044
315/80R22.5-20PR 157/154 4000 3650 900 9.00 M 312 1076

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

11R22.5-16PR 146/143 3000 2725 830 8.25 L 279 1054
11R24.5-16PR 149/146 3250 3000 830 8.25 L 279 1104

295/75R22.5-16PR 146/143 3000 2725 830 9.00 L 298 1014
285/75R24.5-16PR 147/144 3075 2800 830 8.25 L 283 1050

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

11R22.5-16PR 146/143 3000 2725 830 8.25 L 279 1054
11R24.5-16PR 149/146 3250 3000 830 8.25 L 279 1104

295/75R22.5-16PR 146/143 3000 2725 830 9.00 L 298 1014
285/75R24.5-16PR 147/144 3075 2800 830 8.25 L 283 1050

Suitable for bus and truck 's driving use.
Good ground grasping capability, on snow and miry road, low noise, suitable for high speeding.
Wonderful draw bar performance and high wear resisting.

DRIVE 878

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

11R22.5-16PR 146/143 3000 2725 830 8.25 L 279 1054
11R24.5-16PR 149/146 3250 3000 830 8.25 L 279 1104

295/75R22.5-16PR 146/143 3000 2725 830 9.00 L 298 1014
285/75R24.5-16PR 147/144 3075 2800 830 8.25 L 283 1050

Compact shoulder pattern enhance the shoulder stability;Opimized high-speed cornering 
performance.
Double steel belt efficiently improve tire wear resistance and uniformity.
Reinforce shoulder rib pattern adapt to all season utilization.
Specific recipe assure superior shearing resistance, puncture resistance and anticorrosive

DRIVE 869

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

11R22.5-16PR 146/143 3000 2725 830 8.25 L 279 1054
11R24.5-16PR 149/146 3250 3000 830 8.25 L 279 1104

295/75R22.5-16PR 146/143 3000 2725 830 9.00 L 298 1014
285/75R24.5-16PR 147/144 3075 2800 830 8.25 L 283 1050

Special design for unti-skidding and perfecr handling .
Central tread ensure excellent grippinh and reduce rolling resistance.
Unique technical formula improve the wear-resistance and stability

TRAILER 868/691

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

11R22.5-16PR 146/143 3000 2725 830 8.25 L 279 1054
11R24.5-16PR 149/146 3250 3000 830 8.25 L 279 1104

295/75R22.5-16PR 146/143 3000 2725 830 9.00 L 298 1014
285/75R24.5-16PR 147/144 3075 2800 830 8.25 L 283 1050



Super abraasion resistance, excellent heat dissipation performance.
Good handling and traction, with higher original mileage, excellent fuel efficiency.
Suitable for all wheel position, medium/long-haul vehicles, running on mixed pavements.

ALL POSITION 831A

003   004

High wear resistance, high cost performance.
Suitable for all position of buses and light trucks running on highway and roads of common grades.

STEER 206

Excellent performance for driving and braking .
Highly tear resistance, High cut resistance, wear resistant and super loading capability

DRIVE 318

Unique belt structure, with high wear-resistance and low producing heat crown formulation .
Has a strong grip and wet-slip resistance, Optimizated and enhance bead design.
Suitable for low speed ride on bad or common road, such as mine and mountain road

DRIVE 801Q
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Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

7.00R16LT-14PR 118/114 1320 1180 770 5.50F L 200 775
7.50R16LT-14PR 122/118 1500 1320 770 6.00G L 215 805
8.25R16LT-16PR 128/124 1800 1600 770 6.50H L 235 855

8.25R20-16PR 139/137 2430 2300 930 6.5 L 236 974
9.00R20-16PR 144/142 2800 2650 900 7.0 K 259 1018

10.00R20-18PR 149/146 3250 3000 930 7.5 K 278 1052
11.00R20-18PR 152/149 3550 3250 930 8.0 K 293 1082
12.00R20-20PR 156/153 4000 3650 900 8.5 K 315 1122
12.00R24-20PR 160/157 4500 4125 900 8.5 K 315 1226
11R22.5-16PR 146/143 3000 2725 830 8.25 L 279 1054
11R24.5-16PR 149/146 3250 3000 830 8.25 L 279 1104
12R22.5-18PR 152/149 3550 3250 930 9.00 L 300 1084
13R22.5-20PR 156/153 4000 3650 900 9.75 K 320 1124

315/80R22.5-20PR 157/154 4000 3650 900 9.00 M 312 1076

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

12R22.5-18PR 152/148 3550 3150 850 9.00 K 300 1084
315/80R22.5-18PR 154/151 3750 3450 830 9.00 K 314 1075

13R22.5-18PR 154/151 3750 3450 830 9.75 K 320 1124
295/80R22.5-18PR 154/151 3550 3250 900 9.00 M 298 1044

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

10.00R20-18PR 149/146 3250 3000 930 7.50 K 275 1052
11.00R20-18PR 152/149 3550 3250 930 8.00 K 295 1082
12.00R20-20PR 156/153 4000 3650 900 8.50 M 313 1122
13R22.5-18PR 154/151 3750 3450 850 9.75 L 320 1124

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

7.50R16-14PR 122/118 1500 1320 770 6.00G L 215 805
9.5R17.5-18PR 143/141 2725 2575 900 6.75 M 229 974

Perfect drive performance and superior overloading capacity.
Excellent tear resistance and cut resistance.

DRIVE 625

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

7.50R16LT-14PR 122/118 1500 1320 770 6.00G L 215 805
8.25R16LT-16PR 128/124 1800 1600 770 6.50H L 235 855

8.25R20-16PR 139/137 2430 2300 930 6.5 L 236 974
9.00R20-16PR 144/142 2800 2650 900 7.0 K 259 1018

10.00R20-18PR 149/146 3250 3000 930 7.5 K 278 1052
11.00R20-18PR 152/149 3550 3250 930 8.0 K 293 1082
12.00R20-18PR 154/151 3750 3450 830 8.5 K 315 1122
11R22.5-16PR 146/143 3000 2725 830 8.25 L 279 1054
12R22.5-18PR 152/149 3550 3250 930 9.00 L 300 1084
13R22.5-20PR 156/153 4000 3650 900 9.75 K 320 1124

295/80R22.5-18PR 154/151 3550 3250 900 9.00 M 298 1044
315/80R22.5-20PR 157/154 4000 3650 900 9.00 M 312 1076

11R24.5-16PR 149/146 3250 3000 830 8.25 L 279 1104
295/75R22.5-16PR 146/143 3000 2725 830 9.00 L 298 1014
285/75R24.5-16PR 147/144 3075 2800 830 8.25 L 283 1050



Super abraasion resistance, excellent heat dissipation performance.
Suitable for all wheel position, medium/long-haul vehicles, running on mixed pavements.

Mixed block deeper patterns,widening road surface to design to increase tire grip.
Pattern self-cleaning ability.
Use of cut-resistant,anti-stab bar,wear of the tread formulation,an increase of tire wear 
resistance;Applicable to various non-paved roads.

TRAILER 209

DRIVE 108

005   006005   006
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Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

385/65R22.5-20PR 160 4500 / 900 11.75 K 389 1072

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

7.00R16LT-14PR 118/114 1320 1180 770 5.50F K 200 781
7.50R16LT-16PR 124/120 1600 1400 870 6.00G K 215 810
8.25R16LT-16PR 128/124 1800 1600 770 6.50H K 235 862
8.25R20-16PR 139/137 2430 2300 930 6.50 K 232 975
9.00R20-16PR 144/142 2800 2650 900 7.00 K 258 1028

10.00R20-18PR 149/146 3250 3000 930 7.50 K 273 1059
11.00R20-18PR 152/149 3550 3250 930 8.00 K 287 1094
12.00R20-18PR 154/151 3750 3450 830 8.50 K 310 1130

High speed and high loading capability.
Good traction, braking and ground grasping capability.
Suitable for driving.

DRIVE 103

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

11R22.5-16PR 146/143 3000 2725 830 8.25 L 279 1054
12R22.5-18PR 152/149 3550 3250 930 9.00 L 300 1084

295/80R22.5-18PR 154/151 3550 3250 900 9.00 M 298 1044

Excellent load capacity and super abrasion resistance,Tear resistance, high wear resistance.
Suitable to vehicles on low grade and medium/Lond-haul vehicles.

ALL POSITION 218

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

9.00R20-16PR 144/142 2800 2650 900 7.00 K 258 1028
10.00R20-18PR 149/146 3250 3000 930 7.50 K 273 1059
11.00R20-18PR 152/149 3550 3250 930 8.00 K 287 1094
12.00R20-18PR 154/151 3750 3450 830 8.50 K 310 1130

Excellent traction and draining performance,more original mileage.
Suitable for trailer tyre of bus and truck.

TRAILER 106

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

385/65R22.5-20PR 160 4500 / 900 11.75 K 389 1072

High mileage and speed with lower heat build up.
Unique tie-bar pattern design offers superiors resistance to irregular wearing and block tearing.
Provides longer treas life and high speed durability.
Suitable for drive axle trucks and buses.

DRIVE 785

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

1100R22-18PR 154/151 3750 3450 930 8.00 L 293 1135
11R22.5-16PR 146/143 3000 2725 830 8.25 M 279 1054
12R22.5-18PR 152/149 3550 3150 850 9.00 M 300 1084
13R22.5-18PR 154/151 3750 3450 830 9.75 L 320 1124

205/75R17.5-14PR 124/122 1600 1500 760 6.00 M 160 753
215/75R17.5-14PR 126/124 1700 1600 700 6.00 M 172 765
225/75R17.5-16PR 129/127 1850 1750 830 6.75 M 180 782
235/75R17.5-16PR 132/130 2000 1900 775 6.75 M 189 797
245/70R17.5-16PR 136/134 2240 2120 850 7.50 M 192 787
225/70R19.5-14PR 128/126 1800 1700 760 6.75 M 176 807
245/70R19.5-16PR 136/134 2240 2120 830 7.50 M 192 838
265/70R19.5-16PR 140/138 2500 2360 830 7.50 M 200 869
275/70R22.5-18PR 148/145 3150 2900 900 8.25 M 276 958
285/70R19.5-16PR 146/144 3000 2800 900 8.25 M 216 893
295/80R22.5-18PR 154/151 3750 3450 900 9.00 M 298 1044
315/70R22.5-18PR 154/150 3750 3350 900 9.00 M 311 1018
315/80R22.5-20PR 157/154 3750 3450 830 9.00 M 314 1075



High wear resistance, high cost performance, excellent traction and brake performance.
Suitable for all position of buses and light trucks running on highway and roads of common grades.

DRIVE 217

005   006007   008

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

11R22.5-16PR 146/143 3000 2725 830 8.25 L 279 1054
11R24.5-16PR 149/146 3250 3000 830 8.25 L 279 1104

Pattern characteristic: Improved tread design, high wear resistance and eccentric wear resistance, low 
rolling resistance, save fuel consumption, good handling quality.				  
Suitable conditions:	Trailer tyre suitable for long distance transportation, running on high-grade 
road.	

PATTERN KEBEK-205

Size Standard 
Rim 

Load 
index&Speed 

Rating

Overall 
diameter

Section 
width Load capacity (kgs) Pressure

mm mm Single Dual kpa
11R22.5-16PR 8.25 146/143M 1050 279 3000 2725 830
11R24.5-16PR 8.25 149/146L 1104 279 3250 3000 830

205/75R17.5-14PR 6.00 124/122M 753 204 1600 1500 750
215/75R17.5-14PR 6.00 126/124M 767 211 1650 1500 760
225/70R19.5-14PR 6.75 128/126M 811 226 1800 1700 760
235/75R17.5-16PR 6.75 132/129M 797 233 2000 1850 830
255/70R22.5-16PR 7.50 140/137M 930 255 2500 2300 830
265/70R19.5-16PR 7.50 140/138M 867 262 2500 2360 830
275/70R22.5-18PR 8.25 148/145M 958 276 3150 2900 900
285/75R24.5-16PR 8.25 147/144L(M+S) 1050 283 3070 2800 830
295/75R22.5-16PR 9.00 146/143L(M+S) 1014 298 3000 2725 830

Suitable for highway and good quality road condition drive wheels, trailer wheel suitable for common 
or poor road surface.
Excellent traction performance and loading character deepened &widened pattern of groove design.
Suitable for all position of buses and light trucks running on highway and roads of common grades.

DRIVE 207

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

11R22.5-16PR 146/143 3000 2725 830 8.25 L 279 1054
11R24.5-16PR 149/146 3250 3000 830 8.25 L 279 1104

Tapered treas grooves resist stone trapping.
Enhance resistance to rib tear and exceptional wear life.
Design for city and highway service.
Suitable for steer and trailer wheels.

STEER 366

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

8R22.5-14PR 130/128 1900 1800 830 6.00 M 210 936
9R22.5-16PR 139/137 2430 2300 930 6.75 M 229 974

10R22.5-16PR 144/142 2800 2650 900 7.50 M 254 1018
11R22.5-16PR 146/143 3000 2725 930 8.25 M 279 1054
11R24.5-16PR 149/146 3250 3000 830 9.00 L 275 1103
12R22.5-18PR 152/149 3550 3250 930 9.00 M 300 1084
13R22.5-16PR 154/154 3550 3250 760 9.75 L 320 1124

205/75R17.5-14PR 124/122 1600 1500 760 6.00 M 160 729
215/75R17.5-14PR 126/124 1700 1600 700 6.00 M 172 761
215/75R17.5-16PR 135/133 2180 2060 860 6.00 J 172 761
225/75R17.5-16PR 129/127 1850 1750 830 6.75 M 180 776
235/75R17.5-16PR 132/130 2000 1900 775 6.75 M 189 792
235/75R17.5-18PR 143/141 2725 2575 875 6.75 J 189 792
245/70R17.5-16PR 136/134 2240 2120 850 7.50 M 192 781
245/70R17.5-18PR 143/141 2725 2575 900 7.50 J 192 781
225/70R19.5-14PR 128/126 1800 1700 760 6.75 M 176 804
245/70R19.5-16PR 136/134 2240 2120 830 7.50 M 192 832
245/70R19.5-18PR 143/141 2725 2575 875 7.50 J 192 832
265/70R19.5-16PR 140/138 2500 2360 830 7.50 M 200 866
265/70R19.5-18PR 143/141 2725 2575 850 7.50 J 200 866
285/70R19.5-16PR 148/144 3000 2800 900 8.25 M 216 888
285/70R19.5-18PR 150/148 3350 3150 900 8.25 J 216 888
255/70R22.5-14PR 138/134 2360 2120 760 7.50 M 245 926
255/70R22.5-16PR 140/137 2500 2300 830 7.50 M 245 926
295/80R22.5-16PR 152/148 3550 3150 850 9.00 M 298 1044
295/80R22.5-18PR 154/151 3750 3450 900 9.00 M 298 1044
315/70R22.5-18PR 154/150 3750 3350 900 9.00 M 311 1011
315/80R22.5-20PR 157/154 3750 3450 830 9.00 M 314 1075
275/70R22.5-18PR 148/145 3150 2900 900 8.25 M 276 958

Specially recipe design provides wear-resistance, low heat generation, excellent traction and draining 
performance.

Drive 107

Size Load
Index 

Load(kg) Pressure
(Kpa)

Standard
Rim

Speed
Rating

Section
Width

Overall
DiameterSingle Dual

12R22.5-18PR 152/149 3550 3250 930 9.00 M 300 1084
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005   006009   010

Size PR Rim Overall 
Diameter

Section 
Width

Maximum Load Inflation
PressureDrive 

Wheel
Steer

Wheel
400-8 4 3.00D 435 110 225 250

400-12 4 3.00D 535 112 265 240
400-14 4 3.00D 590 110 270 340
400-16 4 3.00D 640 110 300 340

8-16 6 6LB 790 211 615 190
11.2-28 6 W10 1205 285 1115 180
11.2-28 8 W10 1205 285 1305 240
12.4-24 6 W11 1159 315 1090 170
12.4-24 8 W11 1159 315 1285 220
12.4-28 6 W11 1260 315 1275 170
12.4-28 8 W11 1260 315 1510 230
16.9-30 10 W15L 1485 429 2240 190
5.00-12 4 4.00E 590 145 280 200
5.00-12 6 4.00E 590 145 315 275
5.00-17 4 4.50E 720 150 400 250
6.00-12 6 4.50E 640 165 335 180
6.00-12 8 4.50E 640 165 405 250
6.50-16 6 5.00F 765 180 565 250
7.50-16 6 5.50F 810 205 650 210
7.50-20 6 5.50F 910 205 760 210
9.5-16 6 W8 860 240 800 210
9.5-20 4 W8 950 240 640 140
9.5-20 6 W8 950 240 810 210
9.5-20 8 W8 950 240 955 280
9.5-24 4 W8 1050 240 740 140
9.5-24 6 W8 1050 240 940 210
9.5-24 8 W8 1050 240 1110 280

11.2-24 6 W10 1105 285 1045 180
11.2-24 8 W10 1105 285 1225 240
11.2-38 10 10.00 1459 284 1180 120
8.3-20 10 W7 950 210 970 270
8.3-24 10 W7 1050 210 1135 270
11-32 12 W10 1460 305 1080 160

13.6-24 12 W12 1210 345 1790 250
13.6-28 10 W12 1310 345 1645 200
14.9-24 12 W13 1265 378 1990 230
14.9-26 12 W13 1315 378 2055 230
14.9-30 12 W13 1415 378 2190 230
15.5-38 10 W14L 1570 395 2320 180
16.9-34 12 W15L 1585 430 2605 200
16.9-28 10 W15L 1485 430 2380 200
16.9-30 10 W15L 1499 447 2455 200
18.4-30 10 W16L 1550 467 2815 180
18.4-38 12 W16L 1755 467 3575 230
20.8-38 12 W18L 1835 528 4000 180

The traction tire endows with a good drive power and hold power.
The Reasonable pattern tilt angle guarantee a good self-cleaning capacity.
The quality tread compound formulation has enhances the tire's cut resistance performance.

R-1
Tyre designs suitable for bulldozers, loaders and excavators operating under many conditions.
Conventional tread design, high strong carcass structure design provide excellent anti-cutting 
heat and wear resistance, and excellent traction.	

PATTERN  KEBEK-E3/L3

Size PR Standard 
Rim

Tread 
Depth 
(mm)

Tyre inflated 
dimension

Load 
Capacity Pressure

Section 
Width 
(mm)

Overall 
Diameter 

(mm)
10km/h 

(kg)
50km/h 

(kg)
10km/h 

(kpa)
50km/h 

(kpa)

14.00-24 24 10.00 25 376 1370 9500 5150 850 575
28 10.00 25 376 1370 10000 5600 925 650

14.00-25
20 10.00 25 381 1384 8500 4625 700 475
24 10.00 25 381 1384 9500 5000 850 575
28 10.00 25 381 1384 10000 5600 925 650

16.00-24 32 11.25-2.0 25 430 1490 12500 7300 875 650
36 11.25-2.0 25 430 1490 13600 7750 975 725

16.00-25 28 11.25-2.0 30 430 1490 11500 6700 750 575

17.5-25 16 14.00-1.5 26 445 1348 7300 4250 475 300
20 14.00-1.5 26 445 1348 8250 5000 575 400

20.5-25 20 17.00-2.0 26 521 1493 9500 6000 450 325

23.5-25 20 19.50-2.5 30 597 1617 9500 6150 375 300
24 19.50-2.5 30 597 1617 10900 7300 475 350

26.5-25 28 22.00-3.0 35 673 1750 15500 10000 475 350
29.5-25 28 25.00-3.5 35 749 1874 17500 11500 425 325
29.5-29 28 25.00-3.5 35 749 1975 19000 12150 425 325

18.00-25 32 13.00-2.5 30 495 1615 15000 8750 750 575
36 13.00-2.5 30 495 1615 16000 9250 850 625

37.25-35 42 31.00-4.0 48 985 2385 33500 21800 525 400
37.50-39 44 32.00-4.5 46.5 985 2561 37500 24300 550 400
33.25-35 38 27.00-3.5 42.5 845 2240 28000 17000 550 400
33.50-33 38 28.00-4.0 43 899 2215 29000 18500 550 400

Tyre designed for grader and loader.					   
Provide excellent traction and floating performance on loose soil and sand.

PATTERN  KEBEK-G2/L2

Size PR Standard 
Rim

Tread 
Depth 
(mm)

Tyre inflated 
dimension

Load 
Capacity Pressure

Section 
Width 
(mm)

Overall 
Diameter 

(mm)
10km/h 

(kg)
50km/h 

(kg)
10km/h 

(kpa)
50km/h 

(kpa)

15.5-25 12 12.00/1.3 25 395 1275 4875 3000 325 225
16 12.00/1.3 25 395 1275 5600 3250 400 250

17.5-25 16 14.00/1.5 26 445 1350 7300 4250 475 300
20 14.00/1.5 26 445 1350 8250 5000 575 400

20.5-25 20 17.00/2.0 29 520 1490 9500 6000 450 325
24 17.00/2.0 29 520 1490 10300 6700 525 400

1300-24 12 8.00TG 23 330 1280 5600 300 450 300
16 8.00TG 23 330 1280 6500 3580 600 400

1400-24 12 8.00TG 26 398 1370 6300 3350 425 275
16 8.00TG 26 398 1370 7300 4000 550 375



Deep lug pattern suit to all kinds of tough road.
Special compound with good abrasion resistance, heat resistance and cutting resistance.

Forklift Tyre

Size Ply
Overal  

Diameter
(mm)

Section 
Width 
(mm)

Rim
Locad

Capacity
(kgs)

Inflation
Pressure

(Kpa)

Pattern
Depth
(mm)

Type

5.00-8 10 468 144 3.60D 925 650 7.5

TT

6.00-9 10 540 166 4.00E 1250 850 9.5
6.50-10 10 590 186 5.00F 1365 755 10
7.00-9 12 585 190 5.00S 1650 850 11.5

7.00-12 12 676 197 5.00S 2555 850 13.5
8.25-12 12 765 235 6.5 2000 700 12
8.25-15 14 830 250 6.5 3775 830 18.5
28*9-15 14 706 231 7 3050 970 12
18*7-8 14 443 157 4.33 1280 900 10

005   006011   012

QINGDAO KEBEK TIRE CO.,LTD

www.chinakebektire.

The SLR-4 tread and casing have been designed to offer maximum durability and traction specially.
Extra heavy casing-provides increased durability and provides extended service life.
Stepped reinforced lugs-provides excellent stability and self-cleaning.

Deep-treas tyre built especially for skid-steer and aerial life equipment.
Heavy-duty sidewall and large curb rib deliver more stability and greater puncture resistance.
Built to last with deep, tread,buttressed lugs,full sidewall protection and an aggressive rim deflector to  keep put debris.
Special puncture-resistance rubber compounds take on the most demanding conditions.

R4

Skid Steer Tyre

A                           B                              C
Size PR Rim Overall 

Diameter
Section 
Width

Tread
Depth

Maximum Load Inflation
Pressure TypeDrive 

Wheel
Steer

Wheel
10.5/80-18 10 W9 907 274 22 1360 370

TL

10.5/80-18 12 W9 907 274 22 1550 420
12.5/80-18 12 W9 987 308 25 1850 370
12.5/80-18 14 W9 987 308 25 2120 430

17.5L-24 10 W15L 1241 445 25 2800 220
19.5L-24 12 DW16A 1314 495 27 3450 230
16.9-28 10 DW15L 1410 429 25 3250 260
16.9-28 12 DW15L 1410 429 25 3450 260
16.9-24 10 DW15L 1309 429 25 3250 260

Size PR Rim Overall 
Diameter

Section 
Width

Tread
Depth

Maximum Load Inflation
Pressure TypeDrive 

Wheel
Steer

Wheel
10-16.5 10 8.25 773 264 19 2135 520

TL

12-16.5 12 9.75 831 307 19 2865 550
14-17.5 14 10.5 921 349 19 3875 550
15-19.5 14 11.75 1019 389 21 4565 485
10-16.5 10 8.25 773 264 30 2135 520
12-16.5 12 9.75 840 310 32 2865 550

Large ground contact area for minimum soil compaction.
Low ground pressure low rolling resistance on solf ground.
Good lateral stability.

I-3

Size PR TD 
(mm) SR OD 

(mm)
SW

(mm)

Loading kg@ Pressure
Type40

km/h
50

km/h
10km/h 

(kpa)
710/40-22.5 16

21

24.00
711 1153 4500 4125 170

TL

700/40-22.5 16 699 1145 4500 4125 170
700/50-22.5 16 699 1270 5600 5000 180
650/50-22.5 16

20.00
645 1224 4500 4125 200

600/55-22.5 16 592 1229 5000 4500 200
600/50-22.5 16 592 1172 5150 4625 260
550/60-22.5 16

16.00

537 1252 4875 4390 280
550/45-22.5 16 537 1086 4375 3940 280
500/60-22.5 16 503 1191 4375 3940 300
500/45-22.5 16 503 1021 3350 3000 280
400/55-22.5 16 13.00 403 1011 3075 2760 320
385/65-22.5 18 11.75 388 1071 4500 4010 170
360/60-22.5 12 364 1003 1750 1662 160
500/50-17 14 18 13.00 500 933 2500 2246 360

400/60-15.5 14 13.00 404 868 2800 2500 360


